
Swench Wrench Model 2250 Frog Bolt Wrench 

 
Warning: 

All sockets used with the Swench wrenches must be of the impact design. 

 

Operating Instructions  
 

The Swench Manual Impact Wrench is operated like an ordinary ratchet wrench to 

loosen or tighten threaded fasteners, using standard 4, 6, or 12 point 1” square 

drive impact sockets to connect the wrench to the fastener.  One side removes 

(OFF) hardware while the other side installs (ON). 

 

With the Swench wrench attached to the nut or bolt head each 30 degree 

movement to the handle causes a torsional impact (Clicking Noise) to be delivered 

to the socket and nut at a torque value many times greater than the force applied to 

the handle.  Movement of the handle is continued like a ratchet wrench until 

enough impacts have been delivered to tighten the nut or bolt. 

 

To insure the wrench has provided the required torque it is recommended you put 

4 white paint lines along the outside socket wall so you can tell when the socket 

quits turning.  When the socket quits turning you have applied the right amount of 

torque - 2,250 ft. lbs. 

 

Socket retainers are recommended for ease of use. 

 

Adjusting the Swench 

 

There is no need to adjust the Swench wrench; the torque has been pre-set at the 

factory.   

 

Care of Swench 

 

Your Swench Wrench is a precision tool, and as such requires reasonable care to 

assure years of trouble-free service.  The Swench wrench which you have received 

is prepared for immediate and continued use.  The internal working mechanism is 

already lubricated with a special long lasting preparation.  However, under such 

adverse conditions as rain, snow, or prolonged storage, add any good quality SAE 

10 engine oil through the oilier provided and then wipe the outside of the wrench 

with a rust preventative.  It is common to see excess grease coming from the head 

assembly after lubing and when the tool is new.  After use in the mud and snow, 

make sure to wipe the rotor head with a clean rag to remove dirt and wetness 

before storing. 


